
SCALE 1:5

ROOF

STRUCTURE

7.5/9.0mm REBATED SHEET OVER

20mm DRAINED CAVITY - FIX IN

ACCORDANCE TO MANUF.DETAILS
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STOARMAT

PLASTER SYSTEM

STO  uPVC CLIP ON TRAY -

REMOVE BACK TAB IF REQ.

uPVC CAVITY CLOSER

UNDERLAY OR FLASHING TAPE LAPPED

OVER APRON FLASHING UPSTAND

PRE FINISHED METAL APRON

FLASHING

PREFINISHED METAL ROOFING

OVER UNDERLAY

SELECTED ROOF WRAP

ROOF UNDERLAY

CONTINUOUS TO TOP OF

FLASHING

STOPEND TO RUN 10mm

MIN.PAST CLADDING

NOTE:

STOPENDS REQUIRED AT ROOF to WALL

JUNCTION TO DIVERT WATER FROM CAVITY

The information contained in this detail is based on our experience and testing and represents the latest information available at the date of

issue.  This detail is intended for use by the design professional and users of Sto products to assist in developing specific project details to be

used in conjunction with a Sto Specification. We reserve the right to alter or update information at any time without prior notice & it is the

responsibility of the specifier and/or the project manager to insure that they have the current Sto details and specifications.
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