
SCALE 1:5

STO FLEXYL BRUSH COAT

APPLIED TO REBATE

STO uPVC CONTROL

JOINT AT REBATE

BETWEEN VENTS

WEEP HOLES OR VENTS TO

ACHIEVE VENTILATION -

1000mm² PER LINEAL METER

(8x75mm holes @600 ctrs min.)

BRICK TIES SCREW FIXED TO

FRAMING IN FIRST COURSE

THEN 400mm CTRS VERTICALLY

& 600mm CTRS HORIZONTALLY

20 SERIES CONC.BLOCK SOLID

FILLED.  VENTILATION OPENINGS

AS PER NZS 3604:2011

25 SERIES MASONRY SOLID

FILLED USED WHERE X IS

GREATER THAN 110mm

X

CONCRETE SLAB/REINFORCING

AS PER NZS 3604 OR ENGINEER

SPECIFIC DESIGN
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The information contained in this detail is based on our experience and testing and represents the latest information available at the date of

issue.  This detail is intended for use by the design professional and users of Sto products to assist in developing specific project details to be

used in conjunction with a Sto Specification. We reserve the right to alter or update information at any time without prior notice & it is the

responsibility of the specifier and/or the project manager to insure that they have the current Sto details and specifications.
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