
SCALE 1:5

5mm MIN GAP

STO uPVC VENTED BASE CAP

6mm OVERHANG

RECOMMENDED TO AVOID

VARIANCES IN FOUNDATION

TIMBER FRAMING

TO NZS 3604

DPC
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WALL UNDERLAY

STO 20mm VH CAVITY BATTENS

STO POREN RENDER SYSTEM

STO POREN PANEL FIXING

CAVITY SPACERS TO SUIT FIXINGS

AS PER NZS 3604

5

STO POREN FACADE PANEL

STO FLEXYL WATERPROOFING

TO REBATE

INSULATED FOUNDATION WITH

STOTHERM RENDER SYSTEM ON

STOFLEXYL WATERPROOFING

CONCRETE SLAB/REINFORCING

AS PER NZS 3604 OR ENGINEER

SPECIFIC DESIGN - NOT SHOWN

FOR CLARITY

DPM

INSULATION AS

PER NZBC -

Clause H1
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The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered

Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to

alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure

they have and use the current Sto details and specifications on site.

STO POREN

FACADE

STO POREN FACADE SYSTEM

INSULATED SLAB-ON-GROUND

PP 201

2017


	Sheets and Views
	Insulated slab on ground


